


 
 
 

Technical Specification 
 
 
 
 

ITEM SPECIFICATION REMARKS 

MODEL 
UNIT 

SE1000 SE2000 SE3000  

Capacity VA/W 1000 / 700 2000 / 1400 3000 / 2100  

AC Voltage V 110  ~ 285  
160  ~ 285  

At Load < 70% 
At Load ≥ 70% 

IN Frequency Hz 50 ± 5%  

PUT Protection A 6 12 16 Resettable Fuse 

DC Voltage V 36 96  

IN Internal Battery  3 x 12V,7 AH 8 x 12V,7 AH Sealed lead acid battery 

PUT Protection  Fuse  

Topology  Switching Regulation  
CHG 

Floating Voltage V 40.8 108.8  

I Wave Form  Sine Wave  

N Distortion  < 3% THD Linear Load 

V Topology  Pulse Width Modulation (PWM)  

O Voltage V 220  ± 1%  

U Frequency Hz 50 ± 1%  

T Efficiency % ≥  83 ≥  85 At Full Load 

Transfer Time When 
AC Input Loss ms 0 On-Line / Continuous 

Static Transfer Switc ms 2 ms From Inverter  To By-Pass, 0 ms Back To Inverter  

Back Up Time min 10 At Nominal Load 

AC Input Abnormal  Intermittent Sound With 4 Seconds Interval  BUZ 
ZER Battery  Low  Intermittent Sound With 1 Second Interval  

Operation Temperature 0C 0 – 40  

Dimension mm 412 x 144 x 213 470 x 191 x 338 D x W x H 

Weight Kg 16 35 36  
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