


MODEL CAPACITY (KVA)
DIMENSIONS

WEIGHT (Kg)

SM 500

SM 1000

SM 2000

SM 3000

SM 5000

SM 7500

SM 10000

SM 10K3

SM 15K3

SM 20K3

SM 30K3

SM 45K3

SM 60K3
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Distributed by :

RATINGS, DIMENSIONS AND WEIGHT

INPUT VOLTAGE

OUTPUT VOLTAGE

PHASE

FREQUENCY

RESPONSE TIME

EFFICIENCY

POWER FACTOR

OPERATION TEMPERATURE

CONTROL SYSTEM

Single Phase & 3 Phase

50 Hz / 60 Hz

Within 0,5 SEC Against 10% Input Voltage Deviation

> 90%

> 0,95

0 C ~ 40 C
OO

DC Servo Motor

TECHNICAL SPECIFICATION

50VAC - 130VAC/150VAC - 260VAC

160VAC - 250VAC

3 Phase, 4 Wire Y 275VAC - 435VAC

110VAC /220VAC ± 3%

220VAC ± 3%

3 Phase, 4 Wire Y 380VAC ± 3%

(SM 500, SM 1000, SM 2000, SM 3000, SM 5000)

(SM 7500, SM 10000)

(SM 10K3 s/d SM 60K3)

(SM 500, SM 1000, SM 2000, SM 3000, SM 5000)

(SM 7500, SM 10000)

(SM 10K3 s/d SM 60K3)

Specifications are subject to change without prior notice

SM 15000 15 420 370 860 73


